
 PHANTOM – GHID DE CONFIGURARE RAPIDA                                                       PHANTOM – GHID DE CONECTARE 

 
LA PRIMA PORNIRE ESTE NECESAR SA SE CITEASCA IN INTREGIME INSTRUCTIUNILE DIN MANUAL PENTRU 
PEVENIREA DETERIORARII ACCIDENTALE A PRODUSULUI. 
 
 

ACTIVE 
Setati unitatea folosind intrerupatoarele DIP, urmand instructiunile de mai jos, in cazul unei singure unitati, setata ca 
MASTER. 
 
 
 
  
 
 
 

Unitatea 1 Unitatea 2 Unitatea 3 Unitatea 4 Unitatea 5 
MASTER 

SLAVE OPUS 
MASTER 

SLAVE SIMILAR 
MASTER 

SLAVE OPUS  
MASTER ETC… 

 
 

WIRELESS 

Setati unitatea folosind intrerupatoarele dip, urmand instructiunile de mai jos, in cazul unei singure unitati, setata ca  
MASTER. 
 
 
 
 
 
 
 
 

Unitatea 1 Unitatea 2 Unitatea 3 Unitatea 4 Unitatea 5 
MASTER 

SLAVE OPUS 
MASTER 

SLAVE SIMILAR 
MASTER 

SLAVE OPUS 
MASTER ETC… 

 
Setati o codificare unica a intrerupatoarelor DIP pentru fiecare sistem, pentru a preveni interferente cu sisteme apropiate, 
urmand instructiunile de mai jos:  
 
 
 
 
 
 
 
 
 
 

LA PRIMA PORNIRE ESTE NECESAR SA SE CITEASCA IN INTREGIME INSTRUCTIUNILE DIN MANUAL PENTRU 
PEVENIREA DETERIORARII ACCIDENTALE A PRODUSULUI. 
 
 

ACTIVE 
Collegamento come unità singola: 
 
 
 
 
 
 
 
 
Collegamento come Impianto MASTER-SLAVE: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WIRELESS 
Collegamento prodotti: 



PHANTOM INSTRUCTIUNI UTILIZARE RAPIDA                                                                

 

LA PRIMA PORNIRE ESTE NECESAR SA SE CITEASCA IN INTREGIME 
INSTRUCTIUNILE DIN MANUAL PENTRU PEVENIREA DETERIORARII ACCIDENTALE 
A PRODUSULUI. 
 
ACTIVE si WIRELESS 
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PHANTOM – QUICK CONFIGURATION GUIDE                                                         PHANTOM – QUICK CONNECTIONS 

 

 

AT THE FIRST OPERATION IT IS RECOMMNEDED TO READ THE COMPLETE INSTRUCTION MANUAL TO 
PREVENT ANY DAMAGE TO THE PRODUCT  
 

 
ACTIVE 
Set the units through dip switch following the instructions below, in case of single unit, set as a MASTER.  

 
 
 
  
 
 
 
 

Unit 1 Unit 2 Unit 3 Unit 4 Unit 5 

MASTER 
SLAVE OPPOSITE 

TO MASTER 
SLAVE SAME AS 

MASTER 
SLAVE OPPOSITE 

TO MASTER 
ETC… 

 
 

WIRELESS 

Set the units through dip switch following the instructions below, in case of single unit, set as a MASTER. 
 

 
 
 
 
 
 
 
 

Unit 1 Unit 2 Unit 3 Unit 4 Unit 5 

MASTER 
SLAVE OPPOSITE 

TO MASTER 
SLAVE SAME AS 

MASTER 
SLAVE OPPOSITE 

TO MASTER 
ETC… 

 
Enter a single coding for any system, so as to avoid any interference with other close units nearby installed, setting 
through dip switch as per instructions below:  
 
 
 
 
 
 
 
 
 
 

AT THE FIRST OPERATION IT IS RECOMMNEDED TO READ THE COMPLETE INSTRUCTION MANUAL TO 
PREVENT ANY DAMAGE TO THE PRODUCT  
 
 

ACTIVE 
Single unit connection: 
 
 
 
 
 
 
 
 
MASTER-SLAVE system connection: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WIRELESS 
Unit connection: 



PHANTOM – QUICK INSTRUCTIONS FOR USE 

 

 

AT THE FIRST OPERATION IT IS RECOMMNEDED TO READ THE COMPLETE 
INSTRUCTION MANUAL TO PREVENT ANY DAMAGE TO THE PRODUCT  
 
ACTIVE AND WIRELESS 

IN
T

A
K

E
 

E
X

T
R

A
C

T
IO

N
 

S
L

A
V

E
 M

A
S

T
E

R
 

A
IR

 F
L

O
W

 

M
A

S
T

E
R

 S
L

A
V

E
 

A
IR

 F
L

O
W

 

T
IM

E
D

 

E
X

T
R

A
C

T
IO

N
 

N
IG

H
T

 

M
A

N
U

A
L

 

S
U

R
V

E
IL

L
A

N
C

E
 

A
U

T
O

M
A

T
IC

 

    F
e
a
tu

re
s
 

  M
o

d
e
 

             

B
u

tto
n

 fo
r 

s
e
le

c
tio

n
  

         

S
c
re

e
n

 d
is

p
la

y
   

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

A
c
tiv

a
te

d
 

A
c
tiv

a
te

d
 

H
u

m
id

ity
 

s
e
n

s
o

r 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

A
c
tiv

a
te

d
 

A
c
tiv

a
te

d
 

T
w

ilig
h

t s
e
n

s
o

r 

O
p
e
n
 

O
p
e
n
 

O
p
e
n
 

O
p
e
n
 

O
p
e
n
 

O
p
e
n
 

O
p
e
n
 

C
lo

s
e
d
 

O
p
e
n
 

S
h

u
tte

r 

In
ta

k
e
 

E
x
tra

c
tio

n
 

A
ir flo

w
 

A
ir flo

w
 

E
x
tra

c
tio

n
 

H
e
a
t re

c
o
v
e
ry

  

H
e
a
t re

c
o
v
e
ry

 

S
ta

n
d
b
y
 

H
e
a
t re

c
o
v
e
ry

  

S
ta

n
d

a
rd

 
o

p
e

ra
tio

n
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

N
o
t a

c
tiv

a
te

d
 

E
x
tra

c
tio

n
 

E
x
tra

c
tio

n
 

O
p

e
ra

tio
n

 in
 

a
la

rm
 

 

cod.P08064000 


